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THE EFFECT OF SURFACE COATINGS ON THE

FATIGUE STRENGTH OF ALUMINUM ALLOYS

I. INTRODUCTION

1. Statement of the Problem."Aluminum is a widely used metal in military ap-
plications such as vehicles, bridges, air-cushion vehicles, etc., but its use is limited to
areas where the aluminnm alloys would not be under load with variable or constant
stresses and to areas where there would be almost no severe abrasion or corrosion. Anodic
coatings tend to increase the abrasion and corrosion resistance of aluminum and its
alloys. but the coatings have a detrimental effect on the fatigue endurance (in some in-
"stances by as much as 65 percent). The objective of this work was to provide a surface
treatment and/or coatings that will allow the use of aluminum wrought alloys in any type
of ei tvironment and that will be able to withstand the effects of abrasion and stress corro-
sion and temperature changes up to 3440$ F with an increased fatigue endurance..

2. Background. The favorable weight-to-volume ratio, ease of fabrication,
availability in a wide variety of extruded and other forms, and easily applied wear- and
corrosion-resistant anodic coatings make aluminnm a highly desirable engineering
material for many applications. One serious shortcoming of the use of hard anodized
coatings on aluminum is that the electrolytic anodizing process may render certain of the
alloys unsuitable for use as structural members by drastically reducing ,the fatigue
strength (in some instances by as much as 65 percent). Numerous references in the
literature indicate that anodic coatings are detrimental to fatigue properties of highly
stressed specimens. Although the exact nature of fatigue iailure has not been elucidated
fully, the consensus Is that it may occur because of stress concentration at the micro-
cracks in the coating. Under repetitive applied loads, the basic metal loses its plasticity,
resulting in the propagation of the local crack and reducing the cross sectional areas until
finally the applied stress exceeds the static strength and causes failure. There is some
evidence in the literature' that certain anodizing processes will reduce fatigue endurance
to a smaller degree than the conventional anodizing; therefore, a wide variety of anodic
coatings were studied. A successful surface treatment prior to anodizing was saturation
shot peening per Military Specification MIL-S-13165. The peening action acts to impart a
layer of compressive stresses on the surface, therefore increasing fatigde life, decreasing
stress corrosion, and enhancing surface strength.'

S. Wernick and R. Pinner. Surfaa,,e Treatment of Aluminum, 4th Edition (1972).
2 Metal linishin,. Guidebook Directory, r."tals and Plastic Publication, p. 90 (1981).



Shot peenings is also used to reduce surface tensile stresses in metal parts (such as
axles, springs (helical, torsional, and leaf), gears, shafting, aircraft alighting gear and
structural parts, etc.) which are subjected to repeated applications of complex load pat-
terns for the purpose of improving resistance to fatigue and stress corrosion cracking.

Shot peening is also used for applications such as closing porosity in castings and
straightening or forming applicable parts, but for shot peening to have the desired effect,
the specified intensity and coverage must be achieved on critical areas where high-tension
itresses or stress ranges are most likely to cause fatigue or stress-corrosion failures in ser-
vice. Actual experience with service failures or fatigue tests may be required to discover or
confirm the location of such areas subject to critical stressing as a result of any combina-
tion of service, design, and manufacturing conditions. Aluminum alloys used for this
work were 6061-T6 and 7075-T6.

II. EXPERIMENTAL PROCEDURE

3. Approach to the Problem. Commercially available surface treatments and
anodizing prpesses were surveyed for evaluation purposes with respect to (a) fatigue en-

durance (25.000-lb/in.' S stress : 35,000-lb/in.2), (b) abrasion (weai) resistance,

(c) degree of coating porosity (copper sulfate test), (d) resistance to thermai stress (3440 F),

and (e) ruistance to corrosion (salt-spray test) of the unsealed coatings.

4. Selection of the Best Surface Treatmew and/or Coatings. Aluminum alloys
6061-T6 aad 7075-T6 were selected for this work because they are the alloys used most
by the military. The aluminum alloys were prepared in the shape of fatigue coupons 1%V
in. by 4 in. by 1/8 in. and abrasion resistance test panels 4 in. by 4 in. by 1/8 in. They
were shot peened as specified by MIL-S-13165B and were anodized by different pro-
cesses. The treated specimens were subjected to these tests: abrasion resistance, fatigue en-
durance, and degree of porosity. The tests were conducted before and after the specimens
were submitted to the following tests: thermal stress (3440 F) and salt-spray resistance.
The anodizing techniques used wete: low-temperature anodizing (280 F to 320 F or 48' F
to 520 F),4 regular anodizing (700 F),' pulse anodizing (550 F + 20), Sanford low-
voltage anodizing (400 F to 500 F),` and integral color anodizing (ICA-Duranodic 300)s

at 700 F. The anodized specimens were not sealed in order to permit evaluation of the
poroity of the coatings and their resistance to corrosion. All of these anodizing processes

have a deleterious effect on the fatigue life of the aluminum alloys; the fatigue life is
reduced from 300.000 cycles fir untrelted aluminum to as low as 95,000 cycles for
regular anodizing at an applied strcrss level of 25,000 Ib/in.3 In order to evaluate the ef-
fect of the combination of shot peening and a variety of anodizing processes, specimens
were shot peened with S-280 shot to saturation (0.006 Almen) in accordance with Military

"3 "Shot Peanina of Metal Parts," Military Specification MIL-S-13165B.
"4 "Anodic Coatirng of Aluminum and Aluminum Alloys," Military Specification MIL-A-8625C.
5 Commercial anodizin processes.

2



Specification MIL-S-13165B and were anodized in accordance with the above-mentioned
anodizing processes. Fatigue coupons were prepared in accordance with the instructions

manual6 for specimen No. 3. Coupons with round and sharp edges were included in order
to evaluate the effect of the cracks and their propagation at the oxide coating-metal inter-
face. Fatigue values for the test coupons were obtained at different loads (25,000 lblin.,

27,500 lb/in.', 30,000 lb/in.', 32,500 lb/in.', and 35,000 lb/in.s) by using Baldwin

Universal Model SF-2 and Satec Models SF-2U-144 and -145 fatigue testing machines.
The abrasion (wear) resistance, the thickness, and the corrosion resistance of the
specimens were determined in accordance with Military Specification MIL-A-8625C.'
The results obtained from the different tests (fatigue endurance, abrasion resistance, and
degree of porosity) are shown in Tables 1 and 2.

The scanning electron microscope (SEM) was used at several magnifications in
order to observe the effect of shot peening and several anodizing processes on the surfaces
of the aluminum alloys. The observations (Figures 1 through 9) were made before and
after the alloys had been tested for fatigue endurance, thermal stress, and resistance to
corrosion. All micrographs used throughout this report were taken at 10OX magnification
and are representative of the alloys, shot peening, and different anodizing processes used;
for practical purposes. no visual differences could be found between the different

coatings before an( Jfter each test.

III. DISCUSSION

5. Results. The values obtained before and after the exposure of the coated samples
to the salt-spray test (336 hours) and to a te_.,perature of 344' F (20 hours) with respect to
fatigue endurance, abrasion resistance, and degree of porosity were within the allowed
statistical deviation. An examination of the laboratory data mentioned above indicates
that any anodic coating has detrimental effects to the fatigue endurance of aluminum.
The data also indicate that the combination of integral color anodizing (ICA) or hard coat
MIL-A-8625C, Type III with saturation shot peening per Military Specification MIL-S-
13165B have a beneficial effect on the fatigue endurance of aluminum alloys 6061-T6

and 7075-T6 fatigue coupons with round and sharp edges. In addition, by imparting a
compressive surface strength, a greater stress load is needed to fracture the coupon. The
data also indicate that coupons with sharp edges do not have a fatigue life as long as the
coupons with rounded edges, probably because of the many cracks or imperfections of the
edge,, present in the former coupons; therefore, sharp ed-,es should be finished or rounded

by shot peening or sandblasting in order to diminish the possibility of crack propagation.

"Anodic Coatings for Aluminum and Aluminum Alloys%" Military Specification MIL-A-8625C.

6 Satec Systems, Inc.;Grove City, PA 16127.
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Figure 1. Untreated top surlace.
The surface is uniform with some imperfections. Because of the uniformity,

once a crack is initiated it grows and propagates until thpee is a fracture.

i J i

Figure 2. Shot-peened top surface.

Shot peening distorts tho surface, impeding or slowing the growth and prope-

gatior, of a cr3ck.

6
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Figure 3. Anodlzed-unsealed top surfacce.
Anodic coatings tend to emphasize fth surface defects and imperfections ac-
celerating crack growth and its propagation until fracture occurs.

Figure 4. Shot-peened and anodized-unsealed top surface.
The top anodic coating layer evens out the deformation (visual appearance)
produced by the shot peening. The main purpose for anodizing a shot-peened
surface is tQ increase the corrosion and abrasion resistance of the shot-peaned
surface so as to retain the increased fatigue endurance.



Figure 5. Shot-peened and anodized-unsealed coating heated to 3440 F
(20 hours) and exposed to salt-spray test (336 hours).

When anodic coatings are heated, they craze. The corrosion of the alloy seems
to initiate at the intersection of the microcracks which grow and propagate
until the substrate fails.

8
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Figure 6. Untreated surface-fracture of the fatigue coupon (vibrating end).
The smooth area at the top of the micrograph is the region of the initial propo-
gation of the crack. This region has been worn by rubbing against the stationary
end of the coupon. Once the flexural or bending stresses reach a critical area
in the coupon, the crack propagates quickly and a bvittle fracture occurs, leaving
a iough textured surface as in the lower part of the micrograph. The bands
where the light intensity is higher indicate changing depth levels.

9!



Figure 7. Shot-peened surface-fracture of the fatigue coupon (vibrating end).
The same comments for Figure 6 apply to Figure 7. The change in depth
in the initial ateQ of propagation appears as waves. These depth changes occur
when the crack encounters an imperfection of lower stress strength running
at an angle to the fracture plane, and the crack propagates along the path of
least resistance.

10



Figure 8. Shot-peened surface with an unsealed anodic coating-fracture of
the coupon (vibrating end).

The same comments for Figures 6 and 7 apply to Figure 8. The wear pattern of

the fracture indicates horizontal and vertical vibrations.

1I

Figure 9. Unsealed anodic coating-fracture of the coupon (vibrating end).
The same comments for Figure 6 and 7 apply to Figure 9. The ridges on the
initial areas of propagation were caused by imperfections on the stationary
end rubbing into the vibrating end.

S I
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An additional analysis of the data indicates that anodizing per MIL-A-8625C
Tyie If should be avoided if the specimen :.j going to be under gtress because this anodiz-
ing process iends to decrease drastically tie beneficial effects of shot peening. The com-
pressive laver imparted by the nhot peening process will provide an increased fatigue life,
but the layer will lose its effectiveness in a corrosive environment and in contact with
dissimilar metals because the compressive layer does not have any corrosion resistance
properties. The purpose of the anodizing as a superficial layer over the shot peening is to
protect the compressive layer in a corrosive environment and to provide an abrasion-
resistant coating. Shot peening increases the fatigue life. diminishes the poGibility of
stress corrasion cracking in susceptible alloys, and increases the surface strength; the
anodic coaling increases the wear and corrosion resiptance (the coating could be sealed
either with Teflon or a duplex seal or a lubricant). The combination of the shot peening
and the anodic coating (ICA or Type II) wi!! allow the use of aluminum and its alloys in
many environments for applications where it could not be used previously. A word of
caution with respect to shot peening: the peening of very thin or small sections to high in-
te:asities should he avoided bec'tuse of the distortion and high-residual tensile stresses in
the core material that may result from such peening. This is particularly true when the
part has surfaces finished after heat treatment or is used as a tension memher.

IV. CONCLUSIONS

6. Conuluions. It is concluded that:

a. The combination of saturation shot peening per Military Specification MIL-S-
13165 and integral color anodizing (ICA-Duranodic 300 process) or MIL-A-8625 Type
Ill, will result in aluminum with an anodic coating that has increased fatigue endurance,
is less s'isceptible to stress corrosion cracking, and has enhanced surface strength. The
alove-mentioned surface treatment will allow the use of aluminum wrought alloys in any
type of environment and be able to better withstand the effects of abrasion a.id stress cor-
rosion. temperature changes up to 344" F with an increased fatigue endurance.

1. The ICA hard coat process will be cost effective when compared to the Type Ill
coating because the former is a 700 F process, meanwhile, the Type III process requires
low temperasure (28' to 32° F or 480 to 520 F).

12
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